CONG TY TNHH MTV PAU TU QUOC TE GIA BAO

- Mobile: 0909717982

GIA BAO INTERNATIONAL INVESTMENT MTV COMPANY LIMITED

- Dia chi: B4/112/5 Ap 4, Pa Phudc, Binh Chanh, HCM.
- Showroom: 233 Pham Thé Hién, Phuong 3, Quan 8, HCM.

- Email: Info@giabao.net.vn

TP.HCM, Ngay 27 thang 04 n3m 2024.

BANG BAO GIA

Theo yéu cau ciia Quy Cong Ty, Chung tbi xin phép dugc béo gid nhu sau:

DONG HO VAN NANG
KYORITSU K-2001

Ton kho: 79

-DC V: 340mV/3.4/34/340/600V (Input
Impedance: 10MQ)
+1.5%rdg+4dgt

-AC V: 3.4/34/340/600V (Input Impedance:

10MQ)
+1.5%rdg+5dgt [50 - 400Hz]

-DC A: 100A +=2%rdg=5dgt
-AC A: 100A +£2%rdg=5dgt (50/60Hz)

-Q: 3400/3.4/34/340kQ/3.4/34MQ
+1%rdg+3dgt (0 - 340kQ)
+5%rdg+5dgt (3.4MQ)
+15%rdg+5dgt (34MQ)

-Continuity buzzer: Buzzer sounds below
30+10Q

(Continuity buzzer works on 340Q range
only)

-Frequency: (AC A) 3.4/10kHz
+0.1%rdg=1dgt

(AC V) 3.4/34/300kHz £0.1%rdg+1dgt
(Input sensitivity Current: more than 25A,
Voltage: more than 30V)

-Conductor size: 310mm max.

SAN PHAM THONG SO Ki THUAT PVT | SL | PON GIA (VND)
(bao gom 10%VAT)
Model: K-2001 Cai | 1 2.507.000 VND

1/2




-Applicable standards: IEC 61010-1 CAT llI
300V Pollution degree 2

IEC 61010-031, IEC 61010-2-032, IEC
61326-1

-Power sourceR03 (DC 1.5V) x 2

* Continuous measuring time: approx. 45
hours

(Auto power save: approx. 10 minutes)

-Dimensions: 128(L) x 91(W) x 27(D)mm
-Weight: 220g approx

-Included Accessories: R0O3 (DC 1.5V) x 2,
Instruction Manual

-Optional Accessories: 9107 (Carrying case
[Soft])

- Thanh todn: Tién mat / Chuyén khoan.

Tai Khoan Cong Ty ! ) Tai Khodn Ca Nhan

CONG TY TNHH MTV BAU TU QUOC TE GIA BAO Tén chu TK: Nguyén Thi Trang Chau
STK: 018 100 354 9161 S6 Tk: 033 100 372 0472

Ngan hang VCB - CN Nam Sai Gon Ngan hang: VCB CN Bén Thanh

- Ngay giao hang: Thda thuan.

- Noi giao: Quan 8 £ 7Km.

- Bado hanh: Tai Van Phong Gia Bao, BH ky thuat ( motor), khéng bdo hanh phu kién: Dau do, dé tur,
mai mon...

XAC NHAN PON HANG CONG TY GIA BAO
(Ky tén & Béng dau) ( GIAM BOC)
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