CONG TY TNHH MTV bAU TU QUOC TE GIA BAO
GIA BAO INTERNATIONAL INVESTMENT MTV COMPANY LIMITED
[ BN | - Dja chi: D4/112/5 Ap 4,X3 Hung Long, TP H& Chi Minh,Viét Nam.
- Showroom: 133 Dao Cam Mdc,Phuong Chanh Hung, TP HO Chi Minh.
- Mobile: 0909717982 - Email: Info@giabao.net.vn

TP.HCM, Ngay 04 thang 03 ndm 2026.

BANG BAO GIA

Theo yéu cau ciia Quy Cong Ty, Chung tbi xin phép dugc béo gid nhu sau:

THONG SO Ki THUAT PVT | SL | PON GIA (VND)
(bao gom % VAT)
Model: PX-7DL Cai | 1 Lién hé
Ton kho: 79

- Range in Steel: 0.0060-1.0000"
(0.15-25.40 mm)
- Resolution: .0001" (0.001 mm)
_ - Display: 4% - Digit, 0.5" Backlit LCD

e ~ . |- Velocity Range: 6,500-33,000 ft./sec
SIEU AM CHIEU DAY |(5000-10,000 m/sec.)
VAT LIEU CHECKLINE( T 3nsqucer: Single element with delay tip.

PX-7DL 10 to 22 MHz frequency range.

- Probe Wearface: PEEK
(Polyethlethylketone)
- Cable: 4 ft. (1.2 m) waterproof cable with
non-polarized, quick-disconnect LEMO
connectors. Optional lengths up to 100 ft.
(30 m)
- Serial Output: RS-232C (8, N, 1, user-set
baud rate)
- Temp. Limits: Ambient: -20 to 120° F (-30
to 50° C)
Material: 0 to 200° F (-20 to 100° C)
- Battery Type: Two AA batteries
- Battery Life: 150 hours
- Weight: 7 ounces (300g)
-Size: 2.5x4.5x1.25" (64 x 114 x 32 mm)
- Accessories Included: Probe/cable
assembly. 4 oz. bottle of coupling fluid,
NIST Calibration Certificate, 2 AA batteries,
operating instructions, hard-plastic carrying
case.
- Hang: Checkline
- Xuat x: USs
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- Thanh toan: Tién mat / Chuyén khoan.

Tai Khoan Cong Ty o Tai Khoan Ca Nhan

CONG TY TNHH MTV PAU TU QUOC TE GIA BAO Tén cha TK: Nguyé&n Thi Trang Chau
STK: 018 100 354 9161 S6 Tk: 033 100 372 0472

Ngan hang VCB - CN Nam Sai Gon Ngan hang: VCB CN Bén Thanh

- Ngay giao hang: Théa thuan.

- Noi giao: Quan 8 £ 7Km.

- Bado hanh: Tai Van Phong Gia Bao, BH ky thuat ( motor), khéng bdo hanh phu kién: Dau do, dé tur,
mai mon...

XAC NHAN PON HANG CONG TY GIA BAO
(Ky tén & Déng dau) ( GIAM DOC)
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